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PAVEMENT SCHEDULE

ORIGINAL GROUND

C1 | 212" SF9.5A

C2 | 3" s9.5C

C3 | VAR. SF9.5A

C4 | VAR. S9.5C

D1 | 214" 119.0C

D2 | 312" 119.0C

D3 | VAR. I19.0C

E1 | 4” B25.08

E2 | 4" B25.0C

E3 | 8" B25.0C

E4 | VAR. B25.0B

E5 | VAR. B25.0C

J1 | 6" ABC

J2 | 8" ABC

J3 | VAR. ABC

K | soIL STABILIZATION
P PRIME COAT

R1 | 2'-6" CONC C&G

R2 | 5" MONO CONC ISLAND
R3 | CONC VALLEY GUTTER
R4 | SHOULDER BERM GUTTER
R5 | 8"x18" CONCRETE CURB
T EARTH MATERIAL

U EXISTING PAVEMENT
W1 | VAR DEPTH PAVEMENT
W2 | VAR DEPTH PAVEMENT

ORIGINAL GROUND

641

GRADE TO THIS LINE

TYPICAL SECTION NO. 2

® NOTE: ADD 3'-0” FOR GUARDRAIL

USE TYPICAL SECTION NO. 2

-Y1- STA.11+50.00 TO -Y1- STA.17+97.03
-Y1- STA. 21+91.12 TO -Y1- STA.27+50.00

MATCH LINE A

ORIGINAL GROUND

ORIGINAL GROUND
ORIGINAL GROUND

ORIGINAL GROUND
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VAR. 24’ - 64’
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GRADE TO THIS LINE

TYPICAL SECTION NO. 3

® NOTE: ADD 3'-0” FOR GUARDRAIL

USE TYPICAL SECTION NO. 3

_Y1- STA.174+97.03 TO -YI1- STA.18+77.71
—Y1- STA. 21+30.46 TO -Y1- STA.21+91.12

-Y2- SR 1523 CUL DE SACS

MATCH LINE A

VAR. 0’ - 12’

12’

VAR. 0" - 16’

12’

VAR. 0’ - 12’

30°-0" , e 8

ORIGINAL GROUND

ORIGINAL GROUND

;
FDPS

GRADE TO THIS LINE

TYPICAL SECTION NO. 4
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4915 Waters Edge Dr. Suite 295
Raleigh, N.C. 27606
Bus: 919 8518077
Fax: 919 851 8107

TRANSPORTATION PLANNING/DESIGN — BRIDGE/STRUCTURE DESIGN

ORIGINAL GROUND CIL/SITE DESIGN - GIS/GPS — CONSTRUCTION OBSERVATION

ORIGINAL GROUND

4’ VAR. DITCH

MATCH LINE A

ORIGINAL GROUND

08

' p ORIGINAL GROUND

TYPICAL SECTION NO. 3A

USE TYPICAL SECTION NO. 3A
IN CONJUNCTION WITH TYPICAL SECTION NO. 3

-Y1- STA.15+20.00 LT. TO -Y1- STA.16+00.00+/~ LT.

s

HINGE POINT

e NOTE: ADD 3’-0" FOR GUARDRAIL

USE TYPICAL SECTION NO. 4

-Y3- STA.10+50 TO

-Y3- STA. 55+00

ORIGINAL GROUND

ORIGINAL GROUND




